
R on I, Inc.  8001 Tower Point Drive  Charlotte, NC 28227  U.S.A.  Toll Free (866) 543-8635

Ph.: (704) 847-2464  Fax: (704) 847-6739  Email: info@roni.com  Web: http://www.roni.com

ELECTRIC EXPAND-O-TURN 

(Electric Expand with Electric Rotate Kit) 

   12107 (3” Core) and 12109 (6” Core) 
Designed for the LIFT-O-FLEX Series of Ergonomic Lifters 

Custom Sizes Available-Consult RonI for Application Specific Information 



R on I, Inc.  8001 Tower Point Drive  Charlotte, NC 28227  U.S.A.  Toll Free (866) 543-8635 

Ph.: (704) 847-2464  Fax: (704) 847-6739  Email: info@roni.com  Web: http://www.roni.com 

ELECTRIC EXPAND-O-TURN COMPONETS 
ELECTRIC EXPAND-MANUAL ROTATE 

Item No. Qty Description 

1 1 Mounting Post 

2 1 Slide Mount 

3 1 Rotator Motor 

4 1 Right Angle Gear Reducer 

5 *2 6” Expander Wing Assembly-Slide Plate, Roller Plate, Wedges, Actuator and Actuator Cover 

6 *2 3” Expander Wings 

7 1 Bearing Block 

8 1 Quick Disconnect Module 

Note: Due to the variety of sizes available on the EXPAND-O-TURN, part numbers are not available. When 

ordering spare parts, please identify the item number needed along with your company name and date of lifter 

purchase along with roll core size purchased.   
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CONTROL MODULE 

 

The Expand-O-Turn expander is operated via pushbuttons and is simple and easy to use and will not damage 

the core or the roll surface.  The core expander with “INHIBIT” button avoids accidental opening of the 

expander.  A quick disconnect module is used providing ease of change over between different core expanders. 

The Expand-O-Turn will eliminate the difficult and unsafe conditions common to manual roll handling 

operations.  An “INDICATOR LIGHT” is provided to ensure that the expand mechanism is either 

“RETRACTED” or  “EXPANDED”.  The light does not remain on during expanding or retracting.  As the 

operator causes the expander to retract or expand, the light will be momentarily activated indicating the 

operation requested is completed.   

When preparing to pick up a roll, make sure that the expander mechanism is retracted.  Next, lower the 

expander into the core by lowering the Expand-O-Turn with the remote control.  After the Expand-O-

Turn is lowered into the core as far as it will go, depress the “EXPAND” button on the control module.  

Hold the button down until the indicator light turns on and then off; the expander will automatically stop after 

reaching a preset current draw.  This will ensure that the expander is fully expanded. 

After expanding the Expand-O-Turn, raise the roll by depressing the “UP” button on the remote controller.  

After achieving clearance, move the lifter away from the pick-up point, raise or lower the Expand-O-Turn to 

a comfortable travel height and rotate the roll using the “Rotate – Right” or “Left” button on the control module. 

Bumper stops are provided to ensure soft stopping of the expander mechanism during rotate operations.  See 

pictures below. 

INDICATOR LIGHT 

“INHIBIT” Button 

EXPANDER SWITCH 

 “EXPAND”

 “RETRACT”

ROTATOR SWITCH 

 “LEFT”

 “RIGHT”
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At the drop-off position, raise or lower the Expand-O-Turn to align the spindle with the roll core.  After 

alignment, set the brake on the lifter, depress the “RETRACT” and “INHIBIT” buttons at the same time and 

hold down until the indicator light turns on and then off.  This allows for the expander mechanism to retract 

allowing for easy push off of the roll to the spindle. 

ELECTRIC EXPAND-O-TURN QUICK DISCONNECT MODULE 

The Quick Disconnect Module provides power to the expander and rotate motors and is provided with quick 

exchange features for change out of the expander (different sizes) without changing the complete end-effector 

for another.  When in need to exchanging expanders, simple unscrew the connection to the module, remove the 

expander, install the new expander and reconnect the power cord to the Quick Disconnect Module.  

Disconnect Module 
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OPERATIONAL INSTRUCTIONS 

General Information: 

The ELECTRIC EXPAND-O-TURN is available in several versions and is used for paper and film rolls 

with a variety of core sizes.  Roll cores used with the ELECTRIC EXPAND-O-TURN must be 

consistent in size in order to ensure proper functionality.  Rolls of varying dimensions and weights can be 

handled. 

Electric Expand/Retract with Electric Rotate Instructions 

Rolls to be loaded on spindles are generally received on pallets or placed on the floor for pickup by the lifter.  If 

rolls are to be picked up from a pallet, spacer blocks are required to allow for lifter leg clearance under the 

pallet.  (Check lifter leg height for clearance required).   

With the core expander vertical to the floor, approach the roll to be loaded and center the expander over the 

core.  As the expander is lowered into the core, pull back on the lifter so that the skate wheels on the expander 

engage the core.  This will eliminate any binding that may occur when lowering the expander. 

After the expander has been lowered into the core as far as it will go, lock the lifter into position with the foot 

activated brake bar.  Next, depress the “EXPAND” button on the remote control and hold it down until the 

indicator light turns on and then off. 

After expanding, unlock the foot brake, and lift the roll from the pallet and move away from the pickup point.  

Next, stop lifter and set the foot brake.   Rotate the roll by activating the rotate “RIGHT” pushbutton.  Hold 

button down until roll has rotated from core vertical to core horizontal.  Stops are provided to ensure [proper 

positioning.   

-ALWAYS TRAVEL WITH THE ROLL HORIZONTAL TO THE FLOOR- 

 

After roll rotation, move the lifter to the off load position, raise the roll to the proper elevation, align the roll 

core with the spindle and set the foot brake. Next, depress the “RETRACT” and “INHIBIT” button on the 

remote controller.  NOTE: “RETRACT” button will not activate unless the “INHIBIT” button has been 

activated at the same time until the indicator light turns on and then off.  After closing the expander, slide the 

roll onto the spindle.  Pushing the roll off the expand mechanism is easy due to the skate wheels mounted on the 

top of the core expander.  Next, move the lifter away from the drop off position and rotate the core expander 

from horizontal to vertical by depressing the “LEFT” rotate pushbutton until the expander is in position. 

After off loading the roll, move the lifter back to its wait position to await its next operation.   




